
	  
	  
	  
	  
	  
	  
	  
	  
	  	  	   	  
	  
	  
	  
	  
	  
	  

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

Products	  Licensed	  to	  N-‐FAB	  Inc.	  by	  Fichter	  Designs	  are	  protected	  by	  US	  Patent	  Law	  and	  International	  Copy	  
Right	  Law.	  Protected	  Patents	  include	  US	  Patent	  #6588783,	  #6874801,	  #7416202.	  Other	  patents	  and	  

continuances	  pending.	  N-‐FAB	  product	  configurations	  also	  protected	  by	  International	  Trade	  Dress	  Law.	  All	  
Designs	  and	  Patent	  infringements	  will	  be	  prosecuted	  to	  the	  full	  extent	  of	  the	  law.	  	  

	  
	  

-‐ 	  

Installation	  Instructions	  
Step	  Systems	  

99-‐14	  Super	  Duty	  
Excursion	  All	  Years	  

	  

 
 
 

Nerf-Steps Installation Instructions 
99-14 Super Duty Nerf-Steps 

Excursion all years 
  
        Bolt  Kit:    12)  3/8  X  1  ½”  carriage  bolts 
                        12)  3/8”  washers 
                        12)  3/8”  nuts 
                        12) 5/16 bolts and clips.        
 
       Tools  needed:      9/16”  and    1/2”  gear  wrench  or  socket  and  ratchet 
  
If vehicle is equipped with factory running boards, remove boards and factory fasteners. 

  
1. N-Fab Nerf-Steps are manufactured specifically for driver and passenger sides.  

The short 45* bend at the end of each Nerf-Step goes to the front of the vehicle. 
  

2. Starting with the driver side, open both doors and hold the Nerf-Step to the 
underside of the vehicle.  The oval holes in the Nerf-Step bracket will align with 
the factory holes on the bottom pinch roll of the truck. Not all the holes in the 
pinch-weld will be used. 

 
3.  Locate the holes for the clips where it lines up in conjunction to the upper holes 

in the bracket. Place clips in positions.  
 

4.   There  are  ½”  round  upper mounting holes on Superduty Nerf-Step brackets, put 
the bolts for the clips in these holes finger tight.  
 

5.   Using  the  3/8”  x  1  ½”  carriage  bolts  provided  insert  from  the  outside  and  attach  
the flat washer and nut leave loose though the oval hole in the bkt.  Once all six 
bolts have been inserted. Hold the front of the Nerf-Step firmly against the body 
and tighten the front bolt.  Now move to the rear of the Nerf-Step and hold the 
step level so the gap is even along the entire Nerf-Step.  Next tighten the rear bolt.  
You may then tighten all the remaining bolts @ 18-22 lbs.  

  
6.  If you have any question please feel free to contact your local dealer or N-Fab at 

281-880-Nfab  
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